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1. INTRODUCTION 

 

Bhagyanagar Gas Limited (BGL), a Joint Venture of GAIL (India) Limited and Hindustan Petroleum 

Corporation Limited (HPCL), proposes to establish a CNG Mother Station at PJTSAU, Rajendra 

Nagar, Hyderabad. 

 

The proposed plot is situated at a lower elevation than the adjoining road level by approximately 4.0–

5.0 meters. In order to develop the site to the required formation level and facilitate future construction 

activities, it is proposed to construct a Boundary Wall/Retaining Wall around the site and carry out 

Morrum Filling inside the plot up to the required finished ground level. Accordingly total quantum of 

work is considered as Substructure work. 

 

BGL intends to engage an experienced civil contractor for execution of the complete civil works up to 

plinth level under a single contract. 

 

 

2. SCOPE OF WORK: 

 

a. Morrum Filling & Levelling: 

1.1 Scope 

• The work shall include supply, transportation (including royalty), unloading, spreading, 

watering, compaction, testing and levelling of approved Morrum/Earth filling within 

the plot to achieve the required formation level as shown in the approved drawings and 

as directed by the Engineer-in-Charge (EIC). 

1.2 Applicable Standards 

 The work shall conform to the latest editions of the following standards: 

• IS 2720 (Part 7) – Determination of Water Content–Dry Density Relation (Light 

Compaction)  

• IS 2720 (Part 8) – Determination of Water Content–Dry Density Relation (Heavy 

Compaction)  

• IS 2720 (Part 28) – Determination of Dry Density of Soils (Sand Replacement Method)  

• IS 2720 (Part 29) – Determination of Dry Density by Core Cutter Method  

• IS 1498 – Classification and Identification of Soils  

• IS 1200 – Method of Measurement of Earthwork  

• CPWD Specifications (Latest Edition) 

1.3 Material Requirements 

• The Morrum shall: 

• Be obtained from approved borrow areas.  

• Be free from organic matter, vegetation, roots, rubbish, clay lumps and deleterious 

materials.  

• Contain well graded gravel, sand and fines suitable for compaction.  

• Have Plasticity Index generally not exceeding 7.  

• Be approved by the Engineer-in-Charge before use.  

• No material shall be brought to site without prior approval. 

1.4 Site Preparation 
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• Cutting and removal of unwanted vegetation, including shrubs, trees, bushes and 

undergrowth, within the designated work area. 

• Manual and/or mechanical clearing of debris, loose waste, obstructions and other 

unwanted materials to prepare the site for execution of the filling works. 

• Collection, removal and safe disposal of cleared vegetation, debris and waste materials 

to maintain a clean and obstruction-free worksite. 

• Joint measurement and recording of existing natural ground levels at site by the 

contractor in the presence of the BGL representative before commencement of filling 

works. 

• Excavation and removal of unsuitable, loose or weak soil, if required, to prepare a 

stable base for carrying out the filling work. 

1.5 Filling Procedure 

• Filling and spreading of local earth / Morrum uniformly in layers not exceeding 200 

mm compacted thickness or as directed at site and maintain proper levels and slopes. 

• Watering of each layer, using potable / suitable water, to bring the material close to its 

Optimum Moisture Content (OMC) for proper compaction and compact each layer 

before placing the next layer. 

1.6 Compaction Requirements 

• Collection of representative soil / morrum samples and testing of the same through an 

approved laboratory to determine Maximum Dry Density (MDD) and Optimum 

Moisture Content (OMC) before commencement / during execution of filling work, as 

required. 

• Compaction shall be carried out using suitable vibratory rollers, plate compactors or 

other approved equipment. 

• Minimum Degree of Compaction: 

• 95% of Maximum Dry Density (Modified Proctor Test as per IS 2720 Part 8).  

• Loose or poorly compacted layers shall be removed and recompacted at no additional 

cost. 

• Area of Compacted Fill • Minimum Number of FDD Tests 

• Up to 500 m² • 1 Test 

• 501–1,000 m² • 2 Tests 

• Above 1,000 m² 
• 1 additional test for every additional 500 m² or part 

thereof 

 

• Carrying out field compaction in accordance with the approved laboratory test results 

and ensuring that the specified degree of compaction is achieved at site. 

• Reworking, watering, addition of material or further compaction, wherever required, to 

achieve the specified compaction and finished levels. 

1.7 Testing Requirements 

• The contractor shall arrange testing through an NABL accredited or approved 

laboratory. 

o Mandatory Tests: 

o Grain Size Analysis  
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o Atterberg Limits  

o Modified Proctor Test (MDD & OMC)  

o Field Density Test  

o Moisture Content Test  

o Minimum Frequency: 

o One Proctor Test for every source of material.  

o Additional tests whenever directed by EIC. 

• Final levelling, dressing and grading of the filled area to the required formation level, 

slope and profile as directed by the Engineer-in-Charge / BGL representative. 

• Providing all labour, tools and tackles, machinery, compactors, rollers, water tankers, 

transportation, testing coordination and all other resources required for complete 

execution of the work. 

• Protection of adjacent structures, roads, drains, pipelines, utilities and other existing 

facilities during execution of the work and making good any damage caused during the 

course of work at contractor’s own cost. 

• Maintaining proper housekeeping, safety and site cleanliness throughout the execution 

period and after completion of the work. 

• Completion of the work in all respects, including all incidental and allied activities 

necessary for proper execution of earth / Morrum filling and levelling works as per site 

conditions and instructions of BGL 

1.8 Tolerances 

Finished levels shall be within: 

• ±20 mm of design levels.  

• Surface shall be properly graded without depressions. 

1.9 Measurement 

• Measurement shall be in cubic metres (m³) of compacted filling. 

• No payment shall be made for settlement due to improper compaction. 

 

b. Excavation for Foundation : 

The scope of work should include, but not be limited to, the following: 

 

• Setting out and marking the excavation area as per the approved drawings and site 

instructions. 

• Excavating earth for foundations, footings, trenches, pedestals, plinth beams and 

other structural works up to a depth of 1.50 meters below the existing ground level. 

• Carrying out excavation in all types of soil, excluding hard rock. 

• Excavating to the required width, depth, lines, levels and dimensions as shown in the 

drawings. 

• Dressing, trimming and levelling the sides and bottom of the excavation to achieve 

the required profile. 

• Keeping the excavation free from loose soil, debris and other unsuitable materials. 

• Providing necessary shoring, strutting and timbering wherever required to prevent 

collapse of excavation sides and to ensure safety of workmen and nearby structures. 
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• Dewatering the excavation by bailing out or pumping rainwater, seepage water or 

surface water whenever encountered, to keep the excavation dry during construction. 

• Protecting existing underground utilities, pipelines, cables, drains or any other 

services encountered during excavation. Any damage caused due to negligence shall 

be made good by the contractor at no extra cost. 

• Stacking serviceable excavated earth separately for reuse in backfilling, if directed by 

the Engineer-in-Charge. 

• Disposing of surplus or unsuitable excavated earth within the Bhagyanagar Gas 

Limited (BGL) premises at locations approved by the Engineer-in-Charge. 

• Spreading the disposed excavated earth in layers and levelling it neatly. 

• Watering and compacting the disposed earth, wherever directed by the Engineer-in-

Charge. 

• After completion of foundations, footings, trenches, pedestals, plinth beams or other 

underground works, backfilling the excavated areas with approved excavated earth or 

other approved filling material. 

• Carrying out backfilling in layers not exceeding 200 mm compacted thickness or as 

specified in the technical specifications. 

• Watering and compacting each layer of backfill to achieve the specified degree of 

compaction. 

• Compacting the soil around the sides of foundations, pedestals, trenches and plinth 

beams to ensure proper stability. 

• Maintaining safe access to the excavation by providing ramps, barricades, warning 

signs, caution tapes and other necessary safety arrangements throughout the execution 

of the work. 

• Taking all necessary precautions to prevent collapse, flooding, erosion or damage to 

adjacent structures, roads, pavements and utilities. 

• Removing all excess earth, debris and waste material after completion of the work 

and leaving the site clean and in good condition. 

• Completing the entire work in accordance with the approved drawings, technical 

specifications, relevant IS Codes, safety requirements and as directed by the 

Engineer-in-Charge. 

 

c. PCC 1:3:6 and RCC M25: 

 

• Supply all approved materials and prepare PCC (1:3:6) and Design Mix RCC M25 

using OPC/PPC cement, fine aggregate, graded coarse aggregate and water, by 

approved machine mixing or Ready-Mix Concrete (RMC), as applicable and approved 

by the Engineer-in-Charge.  

• Transport, place and lay the concrete in foundations, footings, pedestals, grade beams, 

tie beams, plinth beams, columns and other structural members, maintaining the 

required line, level, dimensions and slopes as per the approved drawings.  

• Compact the concrete using mechanical vibrators to obtain dense and void-free 

concrete, finish the exposed surfaces to the required level and texture, and cure the 

concrete for the specified period to achieve the required strength and durability.  
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• Provide all necessary formwork, shuttering, cantering and staging for RCC works, 

including erection, alignment, support and safe removal after the concrete has attained 

the required strength. Reinforcement steel shall be provided under a separate item and 

is not included in this rate. 

 

d. Random Rubble stone Masonry (CM 1:6) 

• Supply approved hard, sound and durable stones, cement and coarse sand, and 

construct Random Rubble Stone Masonry (RRM) in Cement Mortar 1:6 for 

foundations, retaining walls, boundary walls, plinth walls and other structures as per 

the approved drawings and specifications. 

• Dress the stones as required, lay them properly in mortar with full jointing, fill the 

hearting with 10 mm stone spalls, pack all voids, and finish the joints to obtain strong, 

stable and uniform masonry. 

• Provide and fix 100 mm diameter PVC weep holes at 2.0 m center-to-center in a 

staggered (diamond) pattern, maintaining a minimum outward slope of 1 in 20, 

projecting 25–50 mm beyond the wall face, along with a 300 × 300 × 300 mm graded 

aggregate filter pocket behind each weep hole for proper drainage. 

• Carry out curing of masonry for the specified period and provide all necessary 

scaffolding, centering, cutting/openings in masonry, alignment, fixing and other 

incidental works required for the complete execution of the masonry and weep hole 

system. 

e. Random Rubble stone Masonry (CM 1:6) 

 

• Supply approved TMT reinforcement steel bars of Grade Fe500D/Fe550D 

conforming to IS 1786 and carry out cutting, straightening and bending as per the 

approved structural drawings and bar bending schedules.  

• Place and fix reinforcement bars in RCC works at the required locations, maintaining 

proper spacing, alignment, laps, hooks, bends and cover as specified in the drawings.  

• Tie the reinforcement securely using 18 SWG annealed binding wire and provide 

necessary spacers, chairs, cover blocks and other supports to maintain the required 

concrete cover and reinforcement position during concreting.  

• Carry out welding of reinforcement bars wherever specifically permitted or required, 

including proper handling, lifting, shifting and placing of reinforcement steel at the 

work location 

 

2. Measurement & Payment 

• Measurement as per Schedule of Rates. 

• Payment will be made as per the agreed contract rates upon verification and approval 

by the Engineer-in-Charge. 

3. Quality Assurance & Inspection 

• All work will be carried out in compliance with relevant IS codes, CPWD 

specifications, and best industry practices. 
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• Regular inspections will be conducted to monitor progress and ensure quality control. 

• Proper supervision at every stage to meet safety, performance, and durability standards. 

• Final levels of the area have to be taken by the contractor jointly with the BGL 

representative. 

• Final inspection and approval by the Engineer-in-Charge before project completion. 

• Contractor has to arrange all the required materials, Manpower, Tools & tackles, 

machinery etc. required for performing the works. 

 

 

4. Approved Vender list for Materials: 

 
Sr. 

No. 
Item / Product Applicable Standard Approved Makes / Brands / Manufacturers 

1 
Reinforcement 

Steel 
IS 1786:2008 TATA, SAIL, RINL, JSW 

2 Cement 

For PCC IS 1489 (Part 1) 

For OPC 43 grade IS 8112 

For OPC 53 IS 12269 

Ambuja, ACC, JK, Grasim, UltraTech, Birla, 

L&T, Cement Corporation of India 

3 

PVC 

Rainwater/Weep 

holes 

IS 4985 

Reliance, Finolex, Supreme, Kisan, Prince, 

Hindustan Plastic & Machine Corporation, 

Polypack Industries (P) Ltd. 

 

Note:  

1. The Schedule of Rates (SOR) provided in this tender is tentative. The final quantities and 

items of work will be finalized based on the approved construction drawings. Accordingly, the 

Random Rubble (RR) Stone Masonry work may or may not be executed. If RR Stone Masonry 

is found to be unsuitable based on the final design, it shall be replaced with Reinforced 

Cement Concrete (RCC), and payment shall be made for the item actually executed at the 

applicable contract rates.  

The contractor shall obtain the latest approved construction drawings from BGL/PMC prior 

to commencement of the work and shall execute the works strictly in accordance with the 

approved drawings and the instructions of the Engineer-in-Charge. 

2. Prospective bidders are advised to visit the site before bidding and familiarize with the 

existing conditions understand the entire scope of work and the quantum of efforts and the 

works intended. However, if a bidder fails to visit the site, it will be construed and deemed that 

they have visited the site and will not entertain any extra work. 

3. The Contractor shall, at their own cost and responsibility, arrange and provide all 

materials, water, electricity, labour, supervisory personnel, tools and tackles, plant and 

machinery, equipment, temporary utilities, consumables, transportation, and any other 
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resources necessary for the proper execution, completion, testing, and commissioning of the 

works in accordance with the Contract. No additional payment shall be made by the Owner 

for such arrangements, and the Contractor shall ensure that all resources are adequate, 

maintained in good working condition, and comply with the applicable statutory requirements, 

safety regulations, and the directions of the Engineer-in-Charge. 

 

-------------------------------------------------------------x-----------------------------------------------------------x-------------- 
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STANDARD INSPECTION & TEST PLAN (ITP)
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ITEM 1 – EXCAVATION FOR FOUNDATION 

 

Activity Inspection / Test Acceptance Criteria 
Method / IS 

Code 
Frequency Contractor TPI EIC 

Setting Out Layout verification 
As per approved 

drawings 
Total Station Every foundation R W H 

Existing Ground 

Level 
Joint survey Approved levels Auto Level Once R W H 

Excavation 

Dimensions 

Length, width & 

depth 
Within ±25 mm Tape/Level Every footing S W W 

Excavation Bottom Visual inspection 
Firm soil, free of 

loose material 
Visual Every footing S W W 

Dewatering Inspection Dry foundation Visual As required S S S 

Bearing Surface Inspection Approved by EIC Visual Every footing S W H 

Backfilling Layer thickness Maximum 200 mm Measurement Every layer S W W 

Backfill 

Compaction 
Field Density Test ≥95% MDD 

IS 2720 Part 

28/29 

1 test/500 

m²/layer 
R W W 
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ITEM 2 – PLAIN CEMENT CONCRETE (PCC 1:3:6) 

Activity Inspection / Test 
Acceptance 

Criteria 
IS Code Frequency Contractor TPI EIC 

Cement Brand & Grade Approved make IS 8112 / IS 1489 Every lot R W A 

Aggregate Gradation IS requirements IS 383 Every source R W W 

Mix Proportion Verification 1:3:6 Specification Every batch S W W 

Slump Test Workability 50–75 mm IS 1199 Every 20 m³ R W W 

Concrete 

Placement 
Visual Continuous placing IS 456 Continuous S S S 

Vibration Inspection Proper compaction IS 456 Continuous S S S 

Cube Test 
Compressive 

Strength 
As specified IS 516 

One set per 30 m³ 

(minimum one/day) 
R W W 

Curing Inspection Minimum 7 days IS 456 Daily S S S 
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ITEM 3 – RCC M25 

 

 

Activity Inspection / Test Acceptance Criteria IS Code Frequency Contractor TPI EIC 

Cement & Aggregates Material approval Approved source IS 383 Every lot R W A 

Reinforcement Inspection Diameter, spacing, cover Approved drawings IS 1786 Every pour R W H 

Formwork Alignment & dimensions Within tolerance IS 456 Every pour R W H 

Concrete Slump Workability 75–100 mm IS 1199 Every transit mixer/20 m³ R W W 

Cube Test Strength M25 IS 516 One set per 30 m³ R W W 

Placement Visual No segregation IS 456 Continuous S S S 

Vibrating Inspection Fully compacted IS 456 Continuous S S S 

Cover Blocks Measurement As drawing IS 456 Every pour S W W 

Curing Inspection Minimum 14 days IS 456 Daily S S S 

 

 

 

 

 

 

 

 

ITEM 4 – RANDOM RUBBLE STONE MASONRY 

 

Activity Inspection / Test Acceptance Criteria IS Code Frequency Contractor TPI EIC 

Stone Quality Visual Hard & durable IS 1597 Every lot R W A 
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Mortar Mix proportion CM 1:6 IS 2250 Every batch S W W 

Joint Thickness Measurement Uniform Specification Continuous S S S 

Hearting Inspection Fully packed Visual Continuous S W W 

Weep Holes Alignment & spacing 100 mm dia @2 m c/c Drawing Every wall S W H 

Filter Media Inspection 300×300×300 mm Specification Every weep hole S W W 

Line & Level Survey Within tolerance Drawing Every lift R W W 

Curing Inspection Minimum 7 days IS 456 Daily S S S 

 

 

 

 

 

 

 

 

 

 

 

 

 

ITEM 5 – MORRUM FILLING & COMPACTION: 

Activity Inspection / Test Acceptance Criteria IS Code Frequency Contractor TPI EIC 

Borrow Source Approval Approved source Specification One per source R W H 

Soil Classification Laboratory Test Approved material IS 1498 One/source R W A 

Modified Proctor Test MDD & OMC Approved values IS 2720 Part 8 One/source R W H 
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Layer Thickness Measurement Max. 200 mm Specification Every layer S W W 

Moisture Content Field Test Within ±2% OMC IS 2720 Every layer R W W 

Field Density Test FDD ≥95% MDD IS 2720 Part 28/29 
1 Test per 500 m² per 

layer 
R W W 

Surface Level Survey ±20 mm Auto Level Every layer R W W 

Final Formation Level Joint Survey Approved level Total Station Completion R W H 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ITEM 6 – REINFORCEMENT STEEL (Fe500D/Fe550D): 

 

Activity Inspection / Test 
Acceptance 

Criteria 
IS Code Frequency Contractor TPI EIC 

Manufacturer Certificate Review Approved make IS 1786 Every lot R W A 

Physical Inspection Rust & damage Free from defects Visual Every lot S W W 
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Diameter Measurement As BBS Vernier Random R W W 

Cutting & Bending Inspection BBS compliance IS 2502 Continuous S W W 

Reinforcement Placement Spacing & laps 
Structural 

drawings 
IS 456 Every pour R W H 

Concrete Cover Measurement As drawing Cover gauge Every pour S W W 

Binding Inspection Secure tying Visual Continuous S S S 

Final Reinforcement 

Inspection 

Approval before 

concreting 
Approved 

Structural 

drawings 
Every pour R W H 

 

 

Symbol Description 

R Review of documents, certificates, reports and records. 

S Surveillance of work during execution on a random or periodic basis. 

W 
Witness Point – Contractor shall notify the EIC/TPI before the activity. Work may proceed if the inspector does not attend within the agreed 

notification period. 

H Hold Point – Work shall not proceed beyond this stage without written approval from the Engineer-in-Charge. 

A Approval required prior to commencement of the activity or use of material. 
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DOCUMENTS TO BE SUBMITTED BY THE CONTRACTOR: 

 

Before release of payment, the contractor shall submit: 

1. Material Test Certificates (Cement, Steel, Aggregates, PVC Pipes)  

2. Approved Quarry/Borrow Area Certificates  

3. Laboratory Soil Test Reports  

4. Modified Proctor Test Report (MDD & OMC)  

5. Field Density Test (FDD) Reports  

6. Concrete Cube Test Reports  

7. Slump Test Reports  

8. Reinforcement Inspection Checklists  

9. Excavation Inspection Records  

10. Masonry Inspection Reports  

11. Survey & Level Records  

12. Daily Progress Reports  

13. Calibration Certificates for Testing Equipment  

14. Photographic Records Before, During and After Execution  

15. Final Joint Inspection Report  

16. Completion Certificate 
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SPECIAL CONDITIONS OF THE CONTRACT (SCC) 

 
The special conditions of contract shall be read in conjunction with Schedule of rates, scope 

of work and any other document forming part of contract, wherever Context so requires. In 

case of any contradictions the Decision of the Engineer-I In-Charge will be final and 

binding on the Contractor. In case of contradiction between Indian or other applicable 

Standards, Special Conditions of Contract, Specifications, drawings, Schedule of Rates, the 

following shall prevail in order of precedence: 

i) Letter of acceptance along with statement of Agreed variations. 

ii)  Fax / Letter of Intent / Fax of Acceptance  

iii)  Schedule of Rates as enclosures to letter of acceptance  

iv)  Job / Particular Specifications  

v) Technical / Material Specifications 

vi)  Special Conditions of Contract. 

It will be contractor’s responsibility to bring to the notice of Engineer-in-charge any 

irreconcilable conflict in the contract documents before starting the work(s) of making the 

supply with reference which the conflict exists. 

 

1. PRICE REDUCTION SCHEDULE (PRS)-AS PER GCC 

2. PAYMENT TERMS 

1. 90 % payment release upon completion and acceptance of work in all aspects by EIC and 

submission of all documentation. 

2. 10 % payment release upon closure of contract and submission of final Bill. 

 

100% payment shall be made within 15 days of submission and acceptance invoice by EIC. 

Documents required: 

a. Invoice 

b. Soil compaction test Report, Photos etc. 

 

3. CONTRACT PERFORMANCE BANK GUARANTEE 

SD/CPBG @ 10% OF TOTAL ORDER/Contract Value within 30 days of FOA/notification of 

award. 

OR 

Initial Security Deposit (ISD) @ 5% of Total contract value within 30 days of FOA/ notification of 

award and deduction @ 10% of the RA bill subsequently from RA bills till the total amount of 

security deposit (including ISD and deducted amount) reaches 10% of Total contract value.  

 

4. DEFECTIVE LIABILITY PERIOD: 

 01 year from the date of completion of work. 
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5.  CONTRACT VALIDITY AND MOBILISATION PERIOD: 

1. Mobilization period- Within 15 days from the date of FOA 

2. The Contract shall be valid for a period of 04 (Four) months from the date of issuance of 

LOI/FOA. 

 

6. MODE OF PAYMENT 

Payment will be released through E-payment as detailed in ITB Taxes & duties (GST) shall 

be paid in Indian Rupees only. For reimbursement of taxes & duties the currency exchange 

rate as mentioned in GST Invoice shall be considered. 

The payment shall be released within 15 days from the date of receipt of invoice and 

acceptance and satisfactory running of the equipment duly certified by EIC. The Payment 

shall be released through RTGS only 

 

7. CONTRACT PRICE: The Quoted prices shall be deemed to be inclusive of all taxes including 

duties, GST tax, and other charges as applicable till the completion of the contract and contractor 

shall not be eligible for any compensation on this account. 
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SECTION 3: SCHEDULE OF RATES 
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Bhagyanagar Gas Limited 

SCHEDULE OF RATES 

HIRING OF CONTRACTOR FOR EXECUTION OF BOUNDARY/RETAINING WALL, MORRUM FILLING AND LEVELLING WORKS 

AT PROPOSED CNG MOTHER STATION SITE NEAR PJTSAU, RAJENDRANAGAR, HYDERABAD GA 

 Bid Document No: BGL/769/2026-27 

Sl. No Description of item UoM Quantity Unit Rate  Amount (Rs.) 

1 

Excavation for foundation up to required depth below existing ground level up to 

1.5 m in any type of soil except hard rock. it also includes dressing the sides and 

bottom, bailing out of water if encountered, shoring, strutting, backfilling after the 

construction of foundation, trenches/plinth beam etc., compacting by the side of the 

foundation and disposal of surplus excavated earth within Bhagyanagar Gas 

premises to an unobjectionable place, spreading and compacting, as directed by the 

Engineer-in-Charge, including spreading, watering and compaction, complete.  

m3 310.00 150.42 46630.2 

2 

Providing and laying Plain Cement Concrete (PCC) in the proportion of 1:3:6 (1 

Cement : 3 Fine Aggregate : 6 Graded Coarse Aggregate) using Ordinary Portland 

Cement (OPC) 43 Grade conforming to IS 8112 Portland Pozzolana Cement (PPC) 

conforming to IS 1489 (Part 1), fine aggregate conforming to IS 383, and graded 

coarse aggregate of nominal size 20 mm conforming to IS 383, including machine 

mixing, conveying, laying, compacting with mechanical vibrators, finishing to the 

required line, level and slope, curing, and all labour, materials, tools, plants, 

machinery, leads and lifts, complete in all respects as per approved drawings, 

specifications and the directions of the Engineer-in-Charge.  

m3 22.00 4779.53 105149.66 
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3 

Providing and laying Design Mix Reinforced Cement Concrete of Grade M25 

conforming to IS 456 and IS 10262 using Ordinary Portland Cement (OPC 43/53 

Grade) or Portland Pozzolana Cement (PPC), graded coarse aggregate (maximum 

nominal size 20 mm), clean river sand/manufactured sand, including batching, 

machine mixing, conveying, placing, vibrating with mechanical vibrators, 

compacting, finishing, curing and all labour, materials, tools, plants, machinery, 

leads and lifts, complete in all respects for footings, pedestals, grade beams, tie 

beams, plinth beams, columns and other structural members as per approved 

drawings and the directions of the Engineer-in-Charge. The rate shall include the 

cost of formwork/shuttering, staging, centering, and all works necessary for 

completion of the item. Reinforcement steel shall be measured and paid separately 

under the separate item and is not included in this rate. Ready Mix Concrete 

(RMC) or site-mixed concrete may be used as approved by the Engineer-in-Charge. 

m3 240.00 8054.87 1933168.8 

4 

Providing and constructing Random Rubble Stone Masonry (RRM) in Cement 

Mortar 1:6 (1 Cement : 6 Coarse Sand) using approved hard, sound and durable 

stones of required size and shape in foundations, retaining walls, boundary walls, 

plinth walls and other structures, including dressing of stones, laying in proper 

courses, filling hearting with stone spalls of 10mm, packing and finishing of joints, 

curing, scaffolding, centering, all leads and lifts, complete as per the approved 

drawings, specifications and directions of the Engineer-in-Charge. The item shall 

also include providing and fixing 100 mm diameter PVC weep holes through the 

masonry at 2.0 m centre-to-centre in staggered (diamond) pattern, with a minimum 

outward slope of 1 in 20 towards the exposed face of the wall, projecting 25–50 

mm beyond the wall face, filter of 300 × 300 × 300 mm graded aggregate pocket 

(minimum) behind each weep hole complete in all respects. The rate shall include 

the cost of PVC pipes, cutting/openings in masonry, fixing, alignment, and all 

works necessary for proper functioning of the weep holes. 

m3 222.00 6195.97 1375505.34 
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5 

Providing and filling available approved excavated earth or approved borrowed 

earth (including royalty), free from organic matter, debris and other deleterious 

materials, inside the plot and other structural works, in layers not exceeding 200 

mm compacted thickness, including breaking clods, dressing, watering at Optimum 

Moisture Content (OMC), and compacting each layer using suitable mechanical 

compaction equipment to achieve a minimum Field Dry Density (FDD) of 95% of 

the Maximum Dry Density (MDD) as determined by the Modified Proctor Test in 

accordance with IS 2720 (Part 8). The item includes all labour, tools, plants, 

machinery, leads, lifts, testing required to establish MDD/OMC and verify field 

compaction, and all incidentals, complete as per the approved drawings, technical 

specifications and the directions of the Engineer-in-Charge. 

m3 11625.00 593.64 6901065 

6 

Providing, cutting, straightening, bending, placing and fixing Thermo-

Mechanically Treated (TMT) reinforcement steel bars of Grade Fe500D/Fe550D 

conforming to IS 1786 for RCC works including tying with 18 SWG annealed 

binding wire, spacers, chairs, cover blocks, laps, hooks, bends, welding where 

specified, handling, lifting and placing in position, complete as per approved 

structural drawings and the directions of the Engineer-in-Charge. The rate includes 

wastage, binding wire, chairs and all incidental materials, labour, tools and plants 

required for completing the work. 

Tonne 60.00 91398.31 5483898.6 

SUB TOTAL           1,58,45,417.60  

GST @ 18%              28,52,175.17  

GRAND TOTAL INCLUSIVE OF GST        1,86,97,592.77  
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BHAGYANAGAR GAS LIMITED 

SUB:SUB: TENDER FOR LAST MILE CONNECTIVITY (LMC) WORKS IN HYDERABAD GA (NORTH)                           

TENDER NO: BGL/760/2026-27 

SUMMARY OF SCHEDULE OF RATES-PART B 

  BHAGYANAGAR GAS LTD.   

Construction of City Gas laying of MDPE &  

GI installation for Domestic connections at Hyderabad 
Bidder's Name:   

Part Description 

Total Estimated Cost 

(inclusive of all applicable 

taxes & duties & other levies 

[if any] payable by the 

Contractor under the 

Contract, or for any other 

cause except final GST) in 

Rupees 

Quoted Variation 

"INCREASE" 

OR 

"DECREASE" 

 (Refer note no 

1 below) 

Percentage In 

Figures 

(upto two 

decimal places) 

Percentage In Words 

(upto two decimal places) 

(1) (2) (3) (4 a) (4 b) (4 c) 

B 

Refer Detailed 

SOR sheet 

attached herewith 

                                                               

7,96,81,400.12  
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2 Notes: Bidder's total price to be arrived by applying quoted %age increase/ decrease  on total estimated cost given at col. No. 3 above. 

3 Applicable GST (CGST&SGST/UTGST or IGST) rate on Total price  (in %)   

4 Service Accounting Codes (SAC)  as per GST act [To be filled by bidder]   

Notes: 

1 
Under Column '4a', the bidder has to indicate clearly either "INCREASE" or "DECREASE" as applicable. In case the column is left blank, it 

will be consdered as "DECREASE" in terms of  percentage. 
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